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Vision Technology

POMEAS Shadowless Ring Light Series:
High brightness, no opposite angle shadow, ring light with multiple colors.

Product Advantages

The bright LED of the ring-shaped shadowless illumination is formed by the structure optimization design array. After

the light passes through the special diffusion plate, a uniform illumination area is formed directly below.

Application Fields

@ High reflection uneven surface defects. @ Medical medicine aluminum foil packaging inspection.
@ Defect of cans detection. 4 Smooth metal mobile phone shell character detection.

& High brightness IC plastic packaging screen printing detection.

Illumination Structure

i °
e Aluminum alloy shell Camera

Thermally conductive silica gel

PCB base plate LED beads

Diffuser plate Object

Shadowless Ring Light Product Parameter

Peak  620-630nm _ _ White(CT) :
IVRPRIRp Red: 645 660nm | Creen: 92onm Blue: 470nm | ¢qq0 Temperature)

IR: 850-950nm UV: 365-395nm

Controller PMS-PI2404-4-RS232T

Environment

Temperature:0-40°C ; Humidity: 20-85%RH(Non-condensing)
Temperature

Optional Diffuser plate (A few available) Extended line (Optional, Standard length 0.5m)

Expected When the ambient temperature is 25°C, the white light works continuously at 50% brightness for more than
CEGY AN {-W 30000h (When attenuation 50%)

All products are delivered with one-year standard free technical support, and can be customized according to
the characteristics of the measured object, working distance, illumination angle, color and field of view according
to customer requirements.

Product
Advantage
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Shadowless Ring Li Product Model & Specification

Ex-Diameter ‘ ‘ Power ‘Voltage ‘ Color ‘ CT/Wavelength LED Ring Options

1 Diffuser plate
PMS-SRL-80R/W/B 13W 24V White 6500k 1 Diffuser plate
13W 24V Blue 470nm 1 Diffuser plate
1MW 24V Red 625nm 1 Diffuser plate
PMS-SRL-116R/W/B 16W 24V White 6500k 1 Diffuser plate
16W 24V Blue 470nm 1 Diffuser plate
Small 14.4W 24V Red 625nm 1 Diffuser plate
PMS-SRL-132R/W/B 20.2W 24V White 6500k 1 Diffuser plate
20.2W 24V Blue 470nm 1 Diffuser plate
Large 16W 24V Red 625nm 1 Dif‘fuser plate
PMS-SRL-166R/W/B 26W 24V White 6500k 1 Diffuser plate
26W 24V Blue 470nm 1 Diffuser plate
26W 24V Red 625nm 1 Diffuser plate
PMS-SRL-196R/W/B 31W 24V White 6500k 1 Diffuser plate
31W 24V Blue 470nm 1 Diffuser plate
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